
DESIGN

1 Bare copper conductors, super fine wires class 6 according to DIN EN 60228 / VDE 0295 / IEC 60228

2 Core insulation of special compound based on polyvinyl chloride (PVC)

3 Outer sheath of special compound based on polyvinyl chloride (PVC), colour: transparent

1
Proud Member of
SKB Group

FLEXICS® DUO

PVC/PVC battery charging cable

SPECIAL CABLES

Connecting cable between charger and accumulators of battery, e.g. fork lifts,

field conveyors etc. Suitable also for outdoor applications as well as in dry,

damp and wet rooms.

Standard

Based on DIN VDE 0250

Test Voltage

3000 V / 50 Hz

Rated Voltage

300/500 V (Uo/U)

Bending radius (min.)

Fixed installation: 6 x Ø of cable

Flexible use: 10 x Ø of cable

Fire properties

EN 60332-1-2: self-extinguishing and flame retardant

Core identification

Black and red

Temperature range

Operating temperature: -25°C up to 70°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® DUO
PVC/PVC battery charging cable

Number of cores x nominal cross-section
(mm )

Outer dimensions width x height (mm) Cu-value (kg/km) Total weight appr. (kg/km)

2 x 4 13 x 6 76.8 120

2 x 6 14 x 6.5 115.2 160

2 x 10 17 x 8 192 260

2 x 16 20.9 x 10 307.2 385

2 x 25 25.6 x 12.4 480 580

2 x 35 26.5 x 12.5 672 788

2 x 50 30 x 14.5 960 1092

2 x 70 35.1 x 16.8 1344 1515

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2 Core insulation of special compound based on cross-linked polymer (XLPE)

3 Cores are stranded together with optimal lay-length

4 Special polyurethane (PUR) outer sheath, colour: yellow (RAL 1021)

1
Proud Member of
SKB Group

FLEXICS® S07BQ-F

PUR cable for submersible motor pumps,

unscreened

SPECIAL CABLES

Extremely robust cable for extreme environmental conditions. The PUR outer

sheath meets the highest requirements for tear and abrasion resistance.

Excellent weather resistance, very good chemical resistance and microbial

safe. Halogen-free and resistant to UV rays.

Test Voltage

3000 V / 50 Hz

Rated Voltage

450/750 V (Uo/U)

Bending radius (min.)

Fixed installation: 5 x Ø of cable

Flexible use: 7,5 x Ø of cable

Core identification

Colours according to CENELEC HD 308 S2 or black (continuously

numbered) with green/yellow ground conductor

Temperature range

Operating temperature: -40°C up to 90°C

Conductor temperature: max. 90°C

Short circuit temperature: max. 200°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® S07BQ-F
PUR cable for submersible motor pumps, unscreened

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

4 G 1.5 10.1 57.6 126

5 G 1.5 11.1 72 152

7 G 1.5 13.3 100.8 212

10 G 1.5 15.7 144 291

4 G 2.5 11.5 96 180

7 G 2.5 16.8 168 340

4 G 4 14.1 153.6 270

4 G 6 16.6 230.4 385

4 G 10 21.5 384 662

4 G 16 25.1 614.4 958

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2 Core insulation of special compound based on cross-linked polymer (XLPE)

3 Cores are stranded together with optimal lay-length

4 Plastic bonded aluminium tape and tinned copper wire braiding

5 Special polyurethane (PUR) outer sheath, colour: yellow (RAL 1021)

1
Proud Member of
SKB Group

FLEXICS® S07BC4Q-
F

PUR cable for submersible motor pumps, screened

SPECIAL CABLES

Extremely robust cable for extreme environmental conditions. The PUR outer

sheath meets the highest requirements for tear and abrasion resistance.

Excellent weather resistance, very good chemical resistance and microbial

safe. Halogen-free and resistant to UV rays. Excellent EMC behavior.

Test Voltage

3000 V / 50 Hz

Rated Voltage

450/750 V (Uo/U)

Bending radius (min.)

Fixed installation: 6 x Ø of cable

Flexible use: 10 x Ø of cable

Core identification

Colours according to CENELEC HD 308 S2 or black (continuously

numbered) with green/yellow ground conductor

Temperature range

Operating temperature: -40°C up to 90°C

Conductor temperature: max. 90°C

Short circuit temperature: max. 200°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® S07BC4Q-F
PUR cable for submersible motor pumps, screened

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

4 G 1.5 10.7 99 150

5 G 1.5 11.9 117 180

7 G 1.5 14 165 245

12 G 1.5 17.8 258 404

16 G 1.5 19.8 326 488

7 G 2.5 15.8 247 330

4 G 4 14.9 228 301

4 G 6 17.3 317 423

4 G 10 22.4 530.7 739

4 G 16 26 782 1127

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2 Core insulation of special compound based on cross-linked polymer (XLPE)

3 Cores are stranded together with optimal lay-length

4 Non-woven tape separation (optional)

5 Special polyurethane (PUR) outer sheath, colour: yellow (RAL 1021)

1
Proud Member of
SKB Group

FLEXICS® S1BQ-F

PUR cable for submersible motor pumps,

unscreened

SPECIAL CABLES

Extremely robust cable for extreme environmental conditions. The PUR outer

sheath meets the highest requirements for tear and abrasion resistance.

Excellent weather resistance, very good chemical resistance and microbial

safe. Halogen-free and resistant to UV rays. Single-core versions are

particularly suitable for short and earth-proof installations.

Test Voltage

3500 V / 50 Hz

Rated Voltage

0.6/1 kV (Uo/U)

Bending radius (min.)

Fixed installation: 5 x Ø of cable

Flexible use: 7,5 x Ø of cable

Core identification

Colours according to CENELEC HD 308 S2

Temperature range

Operating temperature: -40°C up to 90°C

Conductor temperature: max. 90°C

Short circuit temperature: max. 200°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® S1BQ-F
PUR cable for submersible motor pumps, unscreened

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

1 x 16 9.8 153.6 197

1 x 25 12.3 240 360

4 G 25 30.5 960 1342

5 G 25 32.2 1200 1680

1 x 35 13.5 336 480

4 G 35 34 1344 1821

5 G 35 37.2 1680 2280

1 x 50 15.6 480 650

4 G 50 38.6 1920 2455

5 G 50 42.9 2400 3250

1 x 70 18.1 672 850

4 G 70 41 2688 3670

5 G 70 47.9 3360 4550

1 x 95 20.8 912 995

1 x 120 22.3 1152 1227

1 x 150 24.3 1440 1650

1 x 185 26.7 1776 2000

1 x 240 31.1 2304 2600

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2 Core insulation of special compound based on cross-linked polymer (XLPE)

3 Cores are stranded together with optimal lay-length

4 Plastic bonded aluminium tape and tinned copper wire braiding

5 Special polyurethane (PUR) outer sheath, colour: yellow (RAL 1021)

1
Proud Member of
SKB Group

FLEXICS® S1BC4Q-F

PUR cable for submersible motor pumps, screened

SPECIAL CABLES

Extremely robust cable for extreme environmental conditions. The PUR outer

sheath meets the highest requirements for tear and abrasion resistance.

Excellent weather resistance, very good chemical resistance and microbial

safe. Halogen-free and resistant to UV rays. Single-core versions are

particularly suitable for short and earth-proof installations. Excellent EMC

behavior.

Test Voltage

3500 V / 50 Hz

Rated Voltage

0.6/1 kV (Uo/U)

Bending radius (min.)

Fixed installation: 6 x Ø of cable

Flexible use: 10 x Ø of cable

Core identification

Colours according to CENELEC HD 308 S2

Temperature range

Operating temperature: -40°C up to 90°C

Conductor temperature: max. 90°C

Short circuit temperature: max. 200°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® S1BC4Q-F
PUR cable for submersible motor pumps, screened

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

4 G 16 25.8 782 1016

4 G 25 31.3 1114 1447

4 G 35 34.6 1610 1989

4 G 50 39.6 2215 2684

1 x 70 19.9 805 950

4 G 70 42.9 3180 3612

1 x 95 23.2 1058 1139

1 x 120 25.4 1266 1412

1 x 150 27.4 1625 1731

1 x 185 31.2 2016 2100

1 x 240 33.5 2518 2670

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2 Core insulation of special compound based on polyvinyl chloride (PVC)

3 Cores are stranded in layers with optimal lay-length

4 Mineral powder separation

5
Special polyurethane (PUR) outer sheath, shiny finished, colour: grey (RAL 7001), other colours upon

request

1
Proud Member of
SKB Group

FLEXICS® SPIRAL 11

PVC/PUR multicore control cable, coilable

SPECIAL CABLES

Our FLEXICS® SPIRAL 11 cables have been developed for indoor applications

exposed to light or medium mechanical stress. They possess an increased

resistance against a wide range of oils, greases, coolants and lubricants. They

have a very good elasticity and offer more memory than its PVC alternative.

Used mainly in households, lighting, mechanical and plant engineering. Further

spiral processing possible.

Test Voltage

4000 V / 50 Hz

Rated Voltage

300/500 V (Uo/U)

Core identification

Colour coded or continuously numbered according to internal

standards or customer requirements

Temperature range

Operating temperature: -5°C up to 70°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® SPIRAL 11
PVC/PUR multicore control cable, coilable

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

2 x 0.75 5.7 14.4 42

3 G 0.75 6.1 21.6 52

4 G 0.75 6.7 28.8 65

5 G 0.75 7.3 36.0 78

7 G 0.75 8.0 50.0 98

12 G 0.75 10.1 86.4 166

18 G 0.75 12.2 129.6 237

2 x 1 6.1 19.2 49

3 G 1 6.6 28.8 64

4 G 1 7.1 38.4 78

5 G 1 7.6 48.0 94

7 G 1 8.5 67.0 117

12 G 1 11.0 115.2 204

18 G 1 13.1 172.8 286

2 x 1.5 6.5 29.0 62

3 G 1.5 7.1 43.0 79

4 G 1.5 7.5 57.6 105

5 G 1.5 8.6 72.0 123

7 G 1.5 9.6 101.0 163

12 G 1.5 12.7 172.8 279

18 G 1.5 14.9 259.2 398

3 G 2.5 8.6 72.0 123

4 G 2.5 9.2 96.0 158

5 G 2.5 10.5 120.0 189

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2 Core insulation of polypropylene compound (PP)

3 Cores are stranded in layers with optimal lay-length

4 Mineral powder separation

5
Special polyurethane (PUR) outer sheath, shiny finished, colour: orange (RAL 2003), other colours upon

request

1
Proud Member of
SKB Group

FLEXICS® SPIRAL
911

PP/PUR multicore control cable, coilable

SPECIAL CABLES

FLEXICS® SPIRAL 911 cables have been developed especially for continuous

moving machine parts. They are designed for indoor applications exposed to

high mechanical stress and possess an increased resistance against a wide

range of oils, greases, coolants and lubricants. These cables have a very good

memory and are very durable. Further spiral processing possible.

Test Voltage

4000 V / 50 Hz

Rated Voltage

300/500 V (Uo/U)

Core identification

Colour coded or continuously numbered according to internal

standards or customer requirements

Temperature range

Operating temperature: -30°C up to 90°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® SPIRAL 911
PP/PUR multicore control cable, coilable

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

2 x 0.75 5.7 14.4 39

3 G 0.75 6.1 21.6 47

4 G 0.75 6.7 28.8 59

5 G 0.75 7.3 36.0 71

7 G 0.75 8.0 50.0 93

12 G 0.75 10.1 86.4 150

18 G 0.75 12.2 129.6 224

2 x 1 6.1 19.2 45

3 G 1 6.6 28.8 57

4 G 1 7.1 38.4 70

5 G 1 7.6 48.0 85

7 G 1 8.5 67.0 110

12 G 1 11.0 115.2 184

18 G 1 13.1 172.8 268

2 x 1.5 6.5 29.0 60

3 G 1.5 7.1 43.0 75

4 G 1.5 7.5 57.6 96

5 G 1.5 8.6 72.0 116

7 G 1.5 9.6 101.0 152

12 G 1.5 12.7 172.8 253

18 G 1.5 14.9 259.2 369

3 G 2.5 8.6 72.0 119

4 G 2.5 9.2 96.0 153

5 G 2.5 10.5 120.0 185

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2 Core insulation of thermoplastic elastomer compound (TPE)

3 Mineral powder separation

4
Special polyurethane (PUR) outer sheath, shiny finished, colour: black (RAL 9005), other colours upon

request

1
Proud Member of
SKB Group

FLEXICS® SPIRAL
1211

TPE/PUR multicore control cable, coilable

SPECIAL CABLES

FLEXICS® SPIRAL 1211 cables are designed to withstand constant, repetitive

and periodical movement during operation, even in the outdoors. They are

suitable for use in dry, damp and wet locations; for heavy-duty applications in

electrical tools, machinery, agriculture or construction sites. Resistant against

high mechanical stress, scrubbing and grinding. Further spiral processing

possible.

Test Voltage

4000 V / 50 Hz

Rated Voltage

300/500 V (Uo/U)

Core identification

Colour coded or continuously numbered according to internal

standards or customer requirements

Temperature range

Operating temperature: -30°C up to 80°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® SPIRAL 1211
TPE/PUR multicore control cable, coilable

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

2 x 0.75 5.7 14.4 40

3 G 0.75 6.1 21.6 49

4 G 0.75 6.7 28.8 63

5 G 0.75 7.3 36.0 76

7 G 0.75 8.0 50.0 97

12 G 0.75 10.1 86.4 160

18 G 0.75 12.2 129.6 233

2 x 1 6.1 19.2 46

3 G 1 6.6 28.8 60

4 G 1 7.1 38.4 74

5 G 1 7.6 48.0 90

7 G 1 8.5 67.0 116

12 G 1 11.0 115.2 195

18 G 1 13.1 172.8 278

2 x 1.5 6.5 29.0 61

3 G 1.5 7.1 43.0 77

4 G 1.5 7.5 57.6 99

5 G 1.5 8.6 72.0 120

7 G 1.5 9.6 101.0 156

12 G 1.5 12.7 172.8 261

18 G 1.5 14.9 259.2 382

3 G 2.5 8.6 72.0 121

4 G 2.5 9.2 96.0 157

5 G 2.5 10.5 120.0 187

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2
Power supply core insulation of special thermoplastic vulcanizate compound (TPV); control cores of

special compound based on polypropylene (PP)

3 Cores are stranded together with optimal lay-length

4 Non-woven tape separation

5 Primary outer sheath of special polyurethane (PUR), colour: white (RAL 9010)

6 Secondary outer sheath of special polyurethane (PUR), colour: yellow (RAL 1021)

1
Proud Member of
SKB Group

FLEXICS® DRUM
9111

PUR power and control cable, halogen-free,

reelable

SPECIAL CABLES

Drum or reeling cables are specifically designed for moving applications in

different application fields. They can work as power, control and signaling

cables for cable reels, lifting appliances, transport systems, agricultural

machines or cranes. These cables are built to resist medium or high

mechanical stress.

Test Voltage

4000 V / 50 Hz

Rated Voltage

0.6/1 kV (Uo/U)

Bending radius (min.)

Fixed installation: 5 x Ø of cable

Flexible use: 7.5x Ø of cable

Fire properties

EN 60332-1-2: self-extinguishing and flame retardant

Core identification

Colour code acc. to HD 308 S2 with two control cores, coloured and

numbered

Temperature range

Fixed installation: -40°C up to 90°C

Flexible use: -40°C up to 90°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® DRUM 9111
PUR power and control cable, halogen-free, reelable

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

3 x 16 + 3 G 4 + 2 x 1.5 22.6 586 813

3 x 25 + 3 G 6 + 2 x 1.5 25.6 902 1157

3 x 35 + 3 G 6 + 2 x 1.5 28 1190 1469

3 x 50 + 3 G 10 + 2 x 1.5 32.4 1708 2094

3 x 70 + 3 G 16 + 2 x 1.5 36.2 2381 2883

3 x 95 + 3 G 16 + 2 x 2.5 40.8 3264 3686

3 x 120 + 3 G 25 + 2 x 2.5 46.2 4176 4673

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2 Core insulation of polyethylene (PE)

3 Wrapping with plastic tape

4 Tinned copper wire braiding

5 Non-woven wrapping over braiding

6
Outer sheath of special thermoplastic halogen-free elastomer compound based on polyethylene (PE), UV

resistant, colour: black (RAL 9005)

1
Proud Member of
SKB Group

2YC2Y

PE DC cable for antenna systems, screened

SPECIAL CABLES

Underground cable for use in telecommunications installations and related

installations. Suitable for installation under ground, in water, cable ducts etc.

Test Voltage

4000 V / 50 Hz

Rated Voltage

300/500 V (Uo/U)

Bending radius (min.)

Fixed installation: 5 x Ø of cable

Flexible use: 10 x Ø of cable

Core identification

Blue and red

Temperature range

Fixed installation: -40°C up to 85°C

Flexible use: -40°C up to 85°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS 2YC2Y
PE DC cable for antenna systems, screened

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

2 x 0.75 6.2 27.7 47

2 x 1 6.6 32.6 51

2 x 1.5 7.4 42.4 66

2 x 2.5 8.7 64.9 97

2 x 4 10.2 108.0 148

2 x 6 12.0 154.0 210

2 x 10 13.6 239.0 296

2 x 16 16.1 361.0 442

2 x 25 20.7 551.0 680

2 x 35 23.1 781.0 873

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2
Power supply control cores insulation of special cold resistant mixture of polyvinyl chloride (PVC); control

cores of special compound based on polyvinyl chloride (PVC)

3
Power supply cores (black with No. 1-6) stranded over central core (blue) with 6 star-quads in the

interstices

4 Non-woven tape separation

5
Outer sheath of special cold resistant compound based on polyvinyl chloride (PVC), colour: black (RAL

9005)

1
Proud Member of
SKB Group

FLEXICS® YSLYv-K35
400Hz 7x35+6x(4x1)

Ground power supply cable, with control cores for

fixed installation

SPECIAL CABLES

400 Hz cables are mainly used to supply power to aircrafts (onboard power).

May be operated in mobile, stationary or underground mode. Simple, long-

lasting and easy to install design with a fair market price and great quality.

Test Voltage

4000 V / 50 Hz

Rated Voltage

0.6/1 kV (Uo/U)

Bending radius (min.)

5 x Ø of cable

Fire properties

EN 60332-1-2: self-extinguishing and flame retardant

Core identification

Central blue core, other cores black (continuously numbered)

Temperature range

Fixed installation: -40°C up to 70°C

Flexible use: -15°C up to 70°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® YSLYv-K35 400Hz 7x35+6x(4x1)
Ground power supply cable, with control cores for fixed installation

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

7 x 35 + 6 x (4 x 1) 37 2625 3109

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1 Bare copper conductors, fine wires class 5 according to DIN EN 60228 / VDE 0295 / IEC 60228

2
Power supply control cores insulation of cross-linked polyethylene (XLPE); control cores of special

compound based on polypropylene (PP)

3
Power supply cores (black with No. 1-6) stranded over central core (blue) with 6 star-quads in the

interstices

4 Non-woven tape separation

5
Outer sheath of special cross-linked compound (XLPE), free of halogen and flame retardant, colour: black

(RAL 9005)

1
Proud Member of
SKB Group

FLEXICS® 2XSLHX
400Hz 7x35+6x(4x1)

Ground power supply cable, with control cores,

halogen-free

SPECIAL CABLES

400 Hz cables are mainly used to supply power to aircrafts (onboard power).

May be operated in mobile, stationary or underground mode. Simple, long-

lasting and easy to install design with a fair market price and great quality.

Test Voltage

4000 V / 50 Hz

Rated Voltage

0.6/1 kV (Uo/U)

Bending radius (min.)

6 x Ø of cable

Fire properties

EN 60332-1-2: self-extinguishing and flame retardant

IEC 60754-1: halogen-free

Core identification

Central blue core, other cores black (continuously numbered)

Temperature range

Conductor temperature: max. 90°C

Fixed installation: -40°C up to 90°C

Flexible use: -15°C up to 80°C

We Supply
Reliable
Solutions

TECHNICAL DATA



PARAMETERS FLEXICS® 2XSLHX 400Hz 7x35+6x(4x1)
Ground power supply cable, with control cores, halogen-free

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

7 x 35 + 6 x (4 x 1) 36 2625 2922

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2

2



DESIGN

1
Tinned copper conductors, fine wires class 5 (control cores) and super fine wires class 6 (power cores)

according to DIN EN 60228 / VDE 0295 / IEC 60228

2
Control core with two layer (natural & grey color) insulation on polypropylene and polyurethane basis,

continuously numbered

3 Designed number of control cores stranded together within copper conductor strand

4 Non-woven tape separation

5
Primary outer sheath of special compound based on cross-linked polymer (XLPE), colour: orange (RAL

2003)

6 Secondary outer sheath of special polyurethane (PUR), colour: yellow (RAL 1021)

1
Proud Member of
SKB Group

FLEXICS® JET 400Hz
2X11Y

Single core ground power supply cable, with

control cores, tinned and halogen-free

SPECIAL CABLES

400 Hz cables are mainly used to supply power to aircrafts (onboard power).

May be operated in mobile, stationary or underground mode. Simple, long-

lasting and easy to install design with a fair market price and great quality.

Test Voltage

4000 V / 50 Hz

Rated Voltage

0.6/1 kV (Uo/U)

Bending radius (min.)

6 x Ø of cable

Fire properties

EN 60332-1-2: self-extinguishing and flame retardant

IEC 60754-1: halogen-free

Core identification

Grey (continuously numbered)

Temperature range

Operating temperature: -40°C up to 90°C

We Make
Modern Life
Possible

TECHNICAL DATA



PARAMETERS FLEXICS® JET 400Hz 2X11Y
Single core ground power supply cable, with control cores, tinned and halogen-free

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

1 x 50 + 4 x 1 17.6 519 682

1 x 70 + 4 x 1 20.2 711 904

1 x 70 + 6 x 1 20.8 730 932

1 x 120 + 4 x 1 24.5 1191 1445

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631

peter.tomka@ics-cables.sk

We Make Modern
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DESIGN
1

Tinned copper conductors, fine wires class 5 (control cores) and super fine wires class 6 (power cores)

according to DIN EN 60228 / VDE 0295 / IEC 60228

2
Control core with two layer (natural & grey color) insulation on polypropylene and polyurethane basis,

continuously numbered

3 Designed number of control cores stranded together within copper conductor strand

4 Non-woven tape separation

5
Primary outer sheath of special compound based on cross-linked polymer (XLPE), colour: orange (RAL

2003)

6 Secondary outer sheath of special polyurethane (PUR), colour: yellow (RAL 1021)

7 Cores with integrated control cores stranded together with optimized lay length

1
Proud Member of
SKB Group

FLEXICS® JET 400Hz
2X11Y

Stranded ground power supply cable, with control

cores, tinned and halogen-free

SPECIAL CABLES

400 Hz cables are mainly used to supply power to aircrafts (onboard power).

May be operated in mobile, stationary or underground mode. Simple, long-

lasting and easy to install design with a fair market price and great quality.

Test Voltage

4000 V / 50 Hz

Rated Voltage

0.6/1 kV (Uo/U)

Bending radius (min.)

6 x Ø of cable

Fire properties

EN 60332-1-2, IEC 60332-1-2: selfextinguishing and flame retardant

IEC 60754-1: halogen-free

Core identification

Grey (continuously numbered)

Temperature range

Operating temperature: -40°C up to 90°C

We Make
Modern Life
Possible

TECHNICAL DATA



PARAMETERS FLEXICS® JET 400Hz 2X11Y
Stranded ground power supply cable, with control cores, tinned and halogen-free

Number of cores x nominal cross-section
(mm )

Outer diameter appr. (mm) Cu-value (kg/km) Total weight appr. (kg/km)

4 x (1 x 50 + 4 x 1) 42.6 2074 2769

4 x (1 x 70 + 4 x 1) 48.9 2844 3754

4 x (1 x 70 + 6 x 1) 50.8 2920 3857

CONTACT PERSON

Dipl. Ing. Peter Tomka

+421 37 6969631
peter.tomka@ics-cables.sk

We Make Modern

Life Possible 2
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